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WHY TRADITIONAL
STEELFAILS

CORROSION DAMAGES
COST THE CONSTRUCTION
INDUSTRY BILLIONS
EVERY YEAR

THE SOLUTION:
ARAN FIBAR REBARS

WHY ARAN FIBAR
REBARS WIN

CHEMICAL RESISTANT
Ideal for industrial &

aggressive environments

100% RUST FREE

33X STRONGER
Higher performance

and fatigue resistance

NON-CONDUCTIVE
Electrical insulation

for safer structures

4X LIGHTER
Easy transportation

& handling

ZERO MAINTENANCE
Save on repair and

rehabilitation costs

WATERPROOF
Perfect for marine,

coastal & wet conditions

FASTER INSTALLATION
Save time, speed up

project completion



ENDLESS APPLICATIONS. 700/0

PERFECT FOR



ARAN FIBAR

E-Parinam
Private Limited

READY TO BUILD

THE FUTURE?

HIGH STRENGTH (2000 MPA)
(HIGH TENSILE STRENGTH)

GORROSION RESISTANT GORROSION
(NON-RUSTING) RESISTANGE
LIGHT WEIGHT (25%)

(EASY TO HANDLE) WEIGHT
NON-CONDUGTIVE

(ELECTRICAL & THERMAL) CONDUCTIVITY
NO THERMAL EXPANSION THERMAL
(THERMALLY STABLE) STABILITY
LONG SERVICE LIFE (100+ YEARS) SERVICE
(MINIMAL MAINTENANGE) LIFE
ECO-FRIENDLY

(RECYCLABLE) ENVIRONMENT
COST EFFECTIVE cosT

(LOWER LIFE CYGLE COST)

LOW STRENGTH (500 MPA)
(LOW TENSILE STRENGTH]

CORRODES AND RUSTS
(RUSTS OVRETIME)

HEAVIER (100%)
(DIFFICULT TO HANDLE)

CONDUCTIVE
(ELECTRICAL & THERMAL)

HIGH THERMAL EXPANSION
(THERMALLY UNSTABLE)

SHORTER LIFE (20 - 40 YEARS)
(HIGHER MAINTENANCE)

HIGH CARBON FOOTPRINT
(NOT ECO-FRIENDLY)

EXPENSIVE
(HIGHER LIFE CYCLE GOST)
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